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PackagePackagePackagePackage ContentsContentsContentsContents

� New Pro series USB2.0 Video Grabber

� USB Cable

� CD-ROM (included driver and the professional video editor

software)

KeyKeyKeyKey FeaturesFeaturesFeaturesFeatures

� Include Professional and easy to learn & used video editor

Software: honestech HD DVR 2.5

� Popular USB 2.0 interface and not need external power

� Capture Video & Audio though USB 2.0 interface

� Control the Brightness, Contrast, Hue, and Saturation of color

� Portable and easy to store.

� Can capture audio without the need of a sound card

� Plug & play

� Support most of the formats: record in DVD+/-R/RW, DVD+/-VR,

and DVD-Video.

� Can be used for internet conference / net meeting

SpecificationsSpecificationsSpecificationsSpecifications

http://www.fsc.ue.cn/Member/WZ/fsc/EN/product.html?id=36416
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� USB 2.0

� Supports NTSC, PAL, Video format

� Video input: One RCA composite, One S-Video.

� Audio input: Stereo audio (RCA)

� Dimension (L)88mm x (W)28mm x (H)18mm

� USB bus power

� Supports high quality video resolution NTSC: 720 x 480 @ 30fps

PAL:720x576@ 25fps

SystemSystemSystemSystem RequirementsRequirementsRequirementsRequirements

� USB: Compliant USB 2.0 free port

� OS: Windows 2000,XP, Vista,WIN7

� CPU: Intel Pentium 4 or higher

� HD: 1GB of available hard drive space for program installation,

4GB+ hard drive space for video capture and editing

� Memory: 256MB of RAM (512MB or above for editing)

� Display: Windows-compatible display with at least 1024x768

� Sound card: compatible Windows-sound card

HardwareHardwareHardwareHardware InstallationInstallationInstallationInstallation

Pls follow instructions below for the set up of your video grabber.

SoftwareSoftwareSoftwareSoftware Installation.Installation.Installation.Installation.
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Please insert the "Software CD-ROM" into your Pls follow the wizard

installation

instructions CD drive. Select “Install”
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Choose ‘Install’ to install the driver。

Click ‘Next’ to continue。
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Choose ‘Install’ to install



6666

It is installing.

Click ‘Finish’ to finish the install driver。

Click next step。
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choose ‘accept article’ then click the next step。

Hint the path Install click the next step
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The install driver file will be installed to the below folder, click the next step

to continue。
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Success install ,click finish。

Take USB Video capture to connect pc USB interface then pc can detect

the new hardware and pc will automatic install the install driver. Open the

desk top and the player shows please enter your product serial number。

Enter the serial number of the CD driver then click OK.

Shows above desk top and enter USB video capture signal then it can
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capture.

Choose COMPDSITE of the player, it is the video picture by record or

capture.

Choose S-VIDEO of the player, it is the S-Video picture by record or

capture。

Specific operate please follow up the player hint or click honestech

VSHDVD2.5 help file.
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采集棒说明书

1． 包装内容
2.1 USB 视频采集棒 …………………….……1 个
2.2 公对母USB 延…………….. ………………1 条
2.3 安装光盘…………….. ………………1 张

2． 系统要求
此采集棒支持Windows 2000,XP,Vista 和Win7 等系统。
电脑内存最低要求256MB，安装需要600MB 硬盘空间，4GB 和磁盘空
间的视频采集和编辑 。

选择 Install“安装”。
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点击 Next 继续。

选择 Install 安装
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安装进行中

点击 Finish 完成安装。
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点击下一步。

选择“我接受条款”后，再点击下一步。
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提示安装的路径点击下一步

安装程序会装到以下程序文件夹中，单击下一步继续。
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已成功安装，点击完成。

将采集棒插上电脑USB 接口，电脑会检测到新硬件，不需要任何操作计算机

会自动安装驱动一直到完成。打开桌面上安装好的播放器会出现输入产品序

列号的提示。

输入贴在光盘上的序列号，点击OK。
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出现以上桌面，输入采集信号即可采集。

选择播放器上的COMPDSITE 是录制或采集视频的图像。

选择播放器上的S-VIDEO 是录制或采集S 端子的图像。

具体操作请看播放器的提示，或点击honestech VSH DVD 2.5 的帮助文档。


